















































































	Post-Remedial Action Report for the Frog Pond Drainage Outlet (WP-519/505F) July 2000 REV.0
	Signature Page
	Abstract
	Table of Contents
	1. Introduction
	2. Pre-Remediation Activities
	3. Remedial Activities
	4. Data Evaluation
	5. Summary of Closure Report Findings
	6. References

	Appendixes
	A - Disposition Forms
	B - Radiation Field Survey Sheets
	C - Analytical Data
	D - QA/QC Analytical Data

	List of Figures
	1-1 Location of the Weldon Spring Site
	1-2 Location of Frog Pond Drainage Outlet Area
	2-1 Cleanup Confirmation Process
	3-1 Sample Locations in Remedial Unit RU027 Confirmation Unit CU390

	List of Tables
	2-1 ROD Cleanup Standards for COC Within the WP-519/505F Remedial Unit
	3-1 Results of Characterization Samples Beneath Frog Pond Outlet 60-In. Culverts
	3-2 Summary of Analytical Results for RU27, CU390 in WP-519/505F
	4-1 Summary of QC Samples
	4-2 Summary of Duplicate/Field Replicate Samples
	5-1 Summary Totals for RU27, CU390
	5-2 Summary Totals for Confirmation
	5-3 Comparison of Standard Deviations


